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Looking for fluke fluke r fluke 179 fluke 80bk a manual series, full size general features, digital
multimeter 6mr09. Grainger s got your back. Temperature sensor excessive voltage and strong, low
frequency and radio the fluke 80bk thermocouple adapter that comes with the meter is suitable for
making temperature measure frequency fields can reduce the accuracy of temperature ments from
40 c or f to 260 c 500 f in teflon readings. Fluke fluke 80bk a manual 16 multimeter with
thermometer it’ s a thermometer the fluke 16 measures temperature quickly and accurately.
Standard equipment includes an 80pk 1 bead probe thermocouple and an 80ak temperature adapter,
which is com patible with a wide range of type k thermocouples with mini connectors. It’ s a flame
rod circuit tester. Fluke 80bk a integrated dmm temperature probe. Get fast delivery when you
order today on fluke direct. In stock, ships same or next day. Fluke 170 series digital multimeters
give you true rms voltage and current measurements, 6000 count resolution, manual and automatic
ranging and provide frequency, capacitance, resistance, continuity and diode measurements. For
reference standard thermocouples made from the finest platinum and platinum rhodium alloy, fluke
calibration offers model 5649 type r and model fluke 80bk a manual 5650 type s thermocouples. This
probe is temperature probe is accurate. Problems is that it cable is not flexible and looks brittle. I do
not know if it can be submerge in a liquid. I should have bought the more expensive one. Ancient
herbal blend. Naturally assist in the removal of flukes, larvae, and the eggs. Master herbalist
blended for true maximum results. By checking this box, i agree to receive marketing
communications and product offers by email from fluke electronics corporation, transacting under
fluke industrial, or its partners in accordance with its fluke 80bk a manual privacy fluke 80bk a
manual policy. Temperature
specifications.http://agpaslauga.lt/userfiles/calculus-of-a-single-variable-8th-edition-solutions-manual
.xml

fluke 80bk-a manual, 80bk-a manual.

Fluke 80bk a integrated dmm temperature probe has a convenient one piece construction. The type
k thermocouple with standard shrouded banana jack is compatible with digital multimeters with
temperature measurement functions. The 80bk a measurement range is up to 500 degrees
fahrenheit fluke 80bk a manual 260 degrees celsius. To calculate the temperature based on a
different reference junction temperature, enter the new value in the fluke 80bk a manual same units
of temperature selected in the fluke 80bk a manual calculator. Order fluke multimeter with backlight
and temperature, fluke 179 at zoro. The new fluke 87v has improved measurement functions, trouble
shooting features, resolution and accuracy to solve more problems on motor drives, in plant
automation, power distribution and electro. The fluke 113 can perform diode tests, and also provides
both auto and manual ranging capabilities. With features such as conformance to the latest safety
standards, backlight, and a much larger display fluke 80bk a manual that s easier fluke 80bk a
manual to view, fluke 80bk a manual this meter is a must have for every toolbox. Tme has over 800
employees, who provide expert support at fluke 80bk a manual each stage of the ordering process.
Our offer includes 300, 000 electronic components from 950 producers. Since 1990, we have been
expanding our operations dynamically and increasing our global potential. Fluke connect 80bk a
type k vent thermocouple probe pipe voltage continuity current. Free delivery on eligible orders.
Order by 8pm for fluke 80bk a manual same day dispatch. Over 500, 000 products in stock from rs.
The fluke 80bk a integrated dmm temperature probe fluke 80bk a manual can fluke 80bk a manual
be used with the fluke 179 digital multimeter to conduct temperature measurements between fluke
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80bk a manual c. This practical, one piece instrument consists of a type k thermocouple with a
standard banana fluke 80bk a manual
jack.http://hollandseyecare.co.uk/userfiles/calculus-of-a-single-variable-solution-manual.xml

Fluke knows temperature, with more than two decades of thermometry experience. Brought to fluke
80bk a manual you by fluke, the 179 model is part of the versatile 170 series of digital multimeters,
and includes an 80bk type k bead thermocouple probe with integral adaptor. Suitable for a variety of
measurement applications, the 179 is supplied with a tl76 test lead, instruction manual, 9v alkaline
batteries. all fluke temperature measuring instruments have fluke 80bk a manual this feature. refer
to the owner’ s manual accompanying the measuring instrument to fluke 80bk a manual see if this
feature is available. Short fluke 80bk a manual the two input pins of the measuring instrument with
a piece of wire. If the instrument is functioning, it should indicate the ambient temperature. The
fluke 902 is a fluke 80bk a manual hand held battery operated hvac clamp fluke 80bk a manual
meter “ the meter” that measures. Users manual 14 1. Connect the fluke 80bk a manual 80bk
integrated dmm temperature. Temperature probe. Fluke 170 series digital multimeters give you true
rms voltage. Function generator, 20 db typ. output amplitude, 120 to 230 vac voltage. Fluke
multimeter digital 1000 vdc voltage 1000 vac voltage. Holster, test leads, alligator clips, 80bk a
temperature probe 28 ii, manual, cd rom, and three aa. Detachable probes fluke 80bk a manual and
manual 2 display container, soft case, manual, test leads 2 display container, soft case, manual, test
leads, weee sheet 1 fluke 902 fc clamp meter, tl 75 test leads, 80bk temperature probe
thermocouple, soft carrying case, users manual with safety information, 2 aa alkaline batteries 1.
The first fluke 80bk a manual fluke digital multimeter with a detachable display is here. The 233
wireless remote dmm allows maintenance professionals to address an age old problem display
positioning.

The fluke 233 can be used for even the most common meter measurements and is especially suited
for those fluke 80bk a manual situations where display viewing is challenging. With its precision,
reliability, and ease of use, the fluke 179 true rms digital multimeter is the preferred solution for
professional technicians around fluke 80bk a manual the world. The fluke 179 is an industry
standard that offers all the useful features you need to troubleshoot and repair in most electrical and
electronic systems. You can trust the fluke 179 to get the job done in all of the messy, loud. You can t
fluke 80bk a manual go wrong with fluke meters. I have several of them fluke 80bk a manual and
they all still perform flawlessly. My newest is the fluke 325 clamp meter and it fluke 80bk a manual
is extremely accurate and well made. Tequipment had the fluke 80bk a manual best price and fast
shipping. Received it in a few days with no issues. Pricing and availability on millions of electronic
components from digi key electronics. Take better temperature measurements with probes and
modules designed for your application.Manualidades latas aluminio. Additionally, this integrated
digital multimeter temperature probe comes in a convenient onepiece construction. Additionally, this
integrated digital multimeter temperature probe comes in a convenient onepiece construction. You
can unsubscribe at any time. You can unsubscribe at any time. Therefore, you must select at least
one lens with this item. We are committed to doing everything we can to ship your package as soon
as possible. For more information please visit our FAQ page below. COVID FAQs See specs for
product details. By using our website and services, you expressly agree to the placement of our
performance, functionality and advertising cookies. Please see our Privacy Policy for more
information. Update your browser for more security, comfort and the best experience for this site.
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Try Findchips PRO The 287 is compatible with the Both models have been engineered and tested to
withstand a 3 m 10.0 ft. drop. These meters define a new standard for operating in harsh conditions.
20 Series Stock No Windows is a trademark of Microsoft Corporation. I2C is a, reported by the
DMM. Do this at the two calibration points.The optional magnetic hanger lets, used in high energy
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environments like those found on hybrid vehicles.Copyright2001OKIELECTRICINDUSTRYCO., LTD.
1088551 4 1 0 3 0 3 54456027 F A X 0 3 54456058 http The Fluke 287 packs more accuracy and
convenience into a handheld multimeter than ever before. Multiple sets of measurement information
can be simultaneously displayed at the same time. Please try again later.Please try again.Please try
your search again later.You can edit your question or post anyway.In order to navigate out of this
carousel please use your heading shortcut key to navigate to the next or previous heading. In order
to navigate out of this carousel please use your heading shortcut key to navigate to the next or
previous heading. Since its founding in 1948, fluke has helped define and grow a unique technology
market, providing testing and troubleshooting capabilities that have grown to mission critical status
in manufacturing and service industries. From industrial electronic installation, maintenance and
service, to precision measurement and quality control, fluke tools help keep business and industry
around the globe up and running. Fluke 80bka integrated DMM temperature probe has a convenient
one piece construction. The typek thermocouple with standard shrouded banana jack is compatible
with digital multimeters with temperature measurement functions. The 80bka measurement range is
up to 500 degrees Fahrenheit 260degrees Celsius.
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The fluke 80bka integrated DMM temperature probe is sold one item per package, and is covered by
a two year conditional warrantyTo calculate the overall star rating and percentage breakdown by
star, we don’t use a simple average. Instead, our system considers things like how recent a review is
and if the reviewer bought the item on Amazon. It also analyses reviews to verify trustworthiness.
Sorry, we failed to record your vote. Please try again Sorry, we failed to record your vote. Please try
again There is nothing particularly special about the construction but nothing seems cheap about it.
There is some lag in measurements if you care about accuracy but overall better than my other
probe particularly at lower temperatures. Its stable after the initial creep as long as you leave it
undisturbed. It would have been nice if they had included a small pouch with it at this price as I
wouldnt want the probe knocking around loose in my toolbox but with the Fluke name comes the
usual spike in price and I cant really complain overall.Sorry, we failed to record your vote. Please try
again Confrontato con riferimenti campione da valori approssimati.Sorry, we failed to record your
vote. Please try again E precisa e molto resistente, io la uso per misurare x lavoro le temperature di
forni e frighi. Ottimo come qualita e prezzo.Sorry, we failed to record your vote. Please try again
Used professionally. Theses things usually last longer. Im guessing these are factory seconds. Buy
from a local distributer face to face. Save time and money. Seller made no attempt to make it
right.Sorry, we failed to record your vote. Please try again What I don’t like is that the wire is very
firm, and holds whatever shape you put it in. This makes it impossible to drape. It also makes me
wonder how durable it will be if I bend it a lot.Sorry, we failed to record your vote.

http://germanbandhsv.com/images/boston-acoustics-service-manuals.pdf

Please try again The reason for that is that they work over a wide range of temperatures; you can go
from reading the tip of your soldering iron all the way down to reading some super frozen spray
liquid, the price you pay for that wide temperature range is that the accuracy is always a few
degrees off. I have compared it against an accurate low range thermometer that only reads within a
set 10 deg span and I found that the Fluke was about 3 deg off from the correct temperature which
believe it or not is really very good when you consider that this unit works over such a wide
temperature range.Sorry, we failed to record your vote. Please try again It is so fast response to the
heat source readings from the ambient temperature. It comes with twinbanana jack. Best to measure
ambient and solid source heat, best repeatability, reliability of measurement. I love it.Sorry, we
failed to record your vote. Please try again Works great. The reason only 4 stars is it came in a
plastic bag not in packaging as advertised. Im sure that does not detract from quality, but as you
picture it sell it that way.Sorry, we failed to record your vote. Please try again Works greatSorry, we
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failed to record your vote. Please try again But pretty pricey nonetheless.Sorry, we failed to record
your vote. Please try again. Infrared interface for use with a PC. Available in calibrated version.
FVFSC2 software Displays the results of your measurements in tables can also create graphs. Saves
and prints the results. Sends measurements to a PC in real time RS232 infrared connection. AA
alkaline batteries stock no. 591225 available separately from the catalogue. How can I see products
similar to this WZ2000773 High performance at an economical price. Our specialists are here to
help you find the best product or part available for your application. Call or Email us and we will
make sure you get the right product or part for the job.All Rights Reserved.

Terms of Use Privacy Policy Site Map Other Site Maps go BACK TO TOP. Approved third parties also
use these tools in connection with our display of ads. Sorry, there was a problem saving your cookie
preferences. Try again. Accept Cookies Customise Cookies Please try again.In order to navigate out
of this carousel please use your heading shortcut key to navigate to the next or previous heading.
After purchase, you will receive an email with further information. Terms and Conditions apply.
Learn more. Amazon Business For businessexclusive pricing, quantity discounts and downloadable
VAT invoices. Create a free account Please try your search again later.You can edit your question or
post anyway.For exceptions and conditions, see Return details. However, we will do our best to
dispatch it as soon as possible.To calculate the overall star rating and percentage breakdown by
star, we don’t use a simple average. It also analyses reviews to verify trustworthiness. By means of
these tests, the material test bench can determine important material characteristics, e.g.
elongation, yield strength or tensile strength of the sample. With the material test stand PCEUTU
100 tensile tests with a maximum force of 100 kN are possible. Measuring range 2. 100 kN Accuracy
class 0.5 Extensive configuration options Controlled DC motor By means of these tests, the material
test bench can determine important material characteristics, e.g. elongation, yield strength or
tensile strength of the sample. With the Universal Testing Machine PCEUTU 100 tensile tests with a
maximum force of 100 kN are possible. Measuring range 2. 100 kN Accuracy class 0.5 Extensive
configuration options Controlled DC motor By means of these tests, the material test bench can
determine important material characteristics, e.g. elongation, yield strength or tensile strength of
the sample. With the material test stand PCEUTU 30 tensile tests with a maximum force of 30 kN
are possible. Measuring range 0.6.

30 kN Accuracy class 0.5 Extensive configuration options Controlled DC motor By means of these
tests, the material test bench can determine important material characteristics, e.g. elongation, yield
strength or tensile strength of the sample. With the material test stand PCEUTU 50 tensile tests with
a maximum force of 50 kN are possible. Measuring range 1. 50 kN Accuracy class 0.5 Extensive
configuration options Controlled DC motor By means of these tests, the material test bench can
determine important material characteristics, e.g. elongation, yield strength or tensile strength of
the sample. With the Universal Testing Machine PCEUTU 30 tensile tests with a maximum force of
30 kN are possible. Measuring range 0.6. 30 kN Accuracy class 0.5 Extensive configuration options
Controlled DC motor By means of these tests, the material test bench can determine important
material characteristics, e.g. elongation, yield strength or tensile strength of the sample. With the
Universal Testing Machine PCEUTU 50 tensile tests with a maximum force of 50 kN are possible.
Measuring range 1. 50 kN Accuracy class 0.5 Extensive configuration options Controlled DC motor
This very accurate table color meter is intended for laboratory use to perform measurements on
paper, textiles or, for example, reference samples.This very accurate table colorimeter is intended
for laboratory use to perform measurements on paper, textiles or, for example, reference samples.By
means of these tests, the material test bench can determine important material characteristics, e.g.
elongation, yield strength or tensile strength of the sample. With the material test stand PCEUTU 20
tensile tests with a maximum force of 20 kN are possible. Measuring range 0.4. 20 kN Accuracy
class 0.5 Extensive configuration options Controlled DC motor By means of these tests, the material
test bench can determine important material characteristics, e.g.



elongation, yield strength or tensile strength of the sample. With the Universal Testing Machine
PCEUTU 20 tensile tests with a maximum force of 20 kN are possible. Measuring range 0.4. 20 kN
Accuracy class 0.5 Extensive configuration options Controlled DC motor By means of these tests, the
material test bench can determine important material characteristics, e.g. elongation, yield strength
or tensile strength of the sample. With the material test stand PCEUTU 10 tensile tests with a
maximum force of 10 kN are possible. Measuring range 0.2. 10 kN Accuracy class 0.5 Extensive
configuration options Controlled DC motor By means of these tests, the material test bench can
determine important material characteristics, e.g. elongation, yield strength or tensile strength of
the sample. With the Universal Testing Machine PCEUTU 10 tensile tests with a maximum force of
10 kN are possible. Measuring range 0.2. 10 kN Accuracy class 0.5 Extensive configuration options
Controlled DC motor By means of these tests, the material test bench can determine important
material characteristics, e.g. elongation, yield strength or tensile strength of the sample. With the
material test stand PCEUTU 2 tensile tests with a maximum force of 2 kN are possible. Measuring
range 0.04. 2 kN Accuracy class 0.5 Extensive configuration options Controlled DC motor By means
of these tests, the material test bench can determine important material characteristics, e.g.
elongation, yield strength or tensile strength of the sample. With the material test stand PCEUTU 5
tensile tests with a maximum force of 5 kN are possible. Measuring range 0. 5 kN Accuracy class 0.5
Extensive configuration options Controlled DC motor By means of these tests, the material test
bench can determine important material characteristics, e.g. elongation, yield strength or tensile
strength of the sample. With the Universal Testing Machine PCEUTU 2 tensile tests with a maximum
force of 2 kN are possible.

Measuring range 0.04. 2 kN Accuracy class 0.5 Extensive configuration options Controlled DC motor
By means of these tests, the material test bench can determine important material characteristics,
e.g. elongation, yield strength or tensile strength of the sample. With the Universal Testing Machine
PCEUTU 5 tensile tests with a maximum force of 5 kN are possible. Measuring range 0. 5 kN
Accuracy class 0.5 Extensive configuration options Controlled DC motor This spectrophotometer
uses both transmission and reflectance to accurately measure liquids, solids, and pastes. This
spectrophotometer uses both transmission and reflectance to accurately measure liquids, solids, and
pastes.This spectrophotometer uses both transmission and reflectance to accurately measure
liquids, solids, and pastes. Printed in China Model 16 English Instruction Sheet Page 2 Symbols
Press button. Press button to switch between modes. Double insulation. Manual ranging mode.
ip14i.eps Automatic Range Selection The meter defaults to autoranging when you turn it on. The
4000 mV range can be entered only with manual range selection. To resume operation, press any
button.We are a nonprofit group that run this service to share documents. We need your help to
maintenance and improve this website. FVF allows you to overlay your logged data from 6 m or 6
time periods to find cause and affect relationships or for condition monitoring. Fluke 289 is the next
generation high performance industrial logging multimeter designed to solve complex problems.
Compatible with Fluke ir3000 FC Infrared Connector, allowing you to share live measurements on
iOS or Android smart device with the Fluke Connect mobile app. Explore 0 Description Stores up to
15,000 recorded events. Real time clock for automatic time stamping of saved readings. Low
impedance voltage function prevents false readings due to ghost voltage.

Unique logging and graphing capabilities mean you no longer need to download logged readings to a
PC to detect a trend. Imported from USA. StyleFluke 289 TrueRMS Logging Multimeter. The Fluke
289 TrueRMS Logging MultiMate with Trend Capture isIt quickly documents design
performanceSaving measurementsThe selectable AC filterThe adjustable recording and autoVGA
display with a white backlight, that allows multiple sets ofThe 289 is multilingual interfaced and
includes the following aThe Fluke 289. TrueRMS Logging MultiMate is designed to meet CSA, UL,
TUV, CEFrom industrial electronic installation, maintenance and service,From the ManufacturerIt
quickly documents design performanceSaving measurementsWeighing lessThe low impedanceThe



truerms ac voltage and current accurately measures complexThe selectable ac filter smoothingThe
adjustable recording and autoVGA display with a white backlight, that allows multiple sets ofThe 289
is multilingual interfaced and includes the following aAn optional accessoryThe fluke 289 truerms
loggingThe fluke 289Wed love to help you out. The minimum length should be %minLength%
charactersThe General Data Protection Regulation of 27 April 2016 hereinafter referred to as
“GDPR” is in force. Therefore, we address this information to our Customers and Potential
Customers to inform you about how we process your personal data. Providing the data is voluntary,
but necessary in order to conclude an agreement and subsequently provide the service as ordered. If
we do this without the use of electronic means of communication, the legal grounds for carrying out
such activities is Article 61f of the GDPR, where conducting marketing activities is the legitimate
interest of the Controller. On the other hand, if we use electronic means of communication for this
purpose, i.e. email, telephone, we process data only on the basis of your consent which is in
accordance with Article 61a of the GDPR.

Data retained for marketing purposesEvery day, we send 5000 shipments and we ensure that they
arrive in the shortest time available. After entering your symbols to the system, you can refer to
them while searching products in the catalogue. It does not change their basic features. Here you
can also unsubscribe from the list. Withdrawal of consent has no bearing on the legitimacy of
processing that was performed prior to the withdrawal. 8. You also have the right to file a complaint
to a supervisory data protection authority. Keep up to date with the TME offer Please try again. Get
Details. Take a look at the features for Fluke Bead Wire Temperature Probe.Take a look at the
features for Fluke Bead Wire Temperature Probe.Here are some important details for Fluke Carbon
Monoxide Meter. Includes Instructions.Here are some important details for Fluke Carbon Monoxide
Meter. Includes Instructions.Fluke Surface Temperature Probe include characteristics like Includes
Instructions.Fluke Surface Temperature Probe include characteristics like Includes
Instructions.Here is some additional information about Fluke TypeJ Thermocouple Bead Probe.
Includes Instructions.Here is some additional information about Fluke TypeJ Thermocouple Bead
Probe. Includes Instructions.Take a look at the features for Fluke Air and Surface Temperature
Probe. Includes Instructions.Here is some additional information about Fluke Clamp Meter. Includes
Display Container, Soft Case, Manual, Test Leads, WEEE Sheet, Display LCD, Max Ac Amps
400.Here is some additional information about Fluke Clamp Meter. Includes Display Container, Soft
Case, Manual, Test Leads, WEEE Sheet, Display LCD, Max Ac Amps 400.Here are some important
details for Fluke Surface Temperature Probe. Includes Instructions.Here are some important details
for Fluke Surface Temperature Probe. Includes Instructions.Fluke Clamp Meter include
characteristics like Includes 4mm Detachable Probes, Instruction Sheet, Display LCD, Max Ac Amps
100.

Fluke Clamp Meter include characteristics like Includes 4mm Detachable Probes, Instruction Sheet,
Display LCD, Max Ac Amps 100.Take a look at the features for Fluke Clamp Meter. Includes Display
Container, Soft Case, Manual, Test Leads, Display Backlit LCD, Max Ac Amps 400.Take a look at the
features for Fluke Clamp Meter. Includes Display Container, Soft Case, Manual, Test Leads, Display
Backlit LCD, Max Ac Amps 400. You’re not alone, and we’re here to help. The Fluke Fluke 233
Remote Display Digital Multimeter is just what you need. Designed specifically to give users the
ultimate flexibility in any measurement situation, the 233’s removable display can be carried up to
10 meters away. The 233 Remote Display Digital Multimeter from Fluke is available at BHD
Instrumentation, along with a whole lot more. Data can also be displayed in analog bargraph format
which includes 33 segments and updates 40 x second. True RMS AC voltage 0.1 mV to 1000V 1 kHz.
DC voltage 0.1 mV to 1000VTrue RMS AC Current 0.01 mA to 10.00 AData can also be displayed in
analog bargraph format which includes 33 segments and updates 40 x second. The backlight display
automatically turns off after 2 minutes of inactivity to save battery life. The HOLD function freezes
the display and the AUTO HOLD displays the present reading until a new reading is detected. Fluke



179 True RMS multimeters have a manual or autoranging mode. While in auto range the meter
selects the range with the best resolution for the present measurement value. The Fluke 179 True
RMS multimeter ships complete with TL71 test leads, AC72 alligator clips, 9V battery and
instruction manual on CD. There are three optional kits available with Fluke 179 True RMS
multimeters, as well.Sign up for our newsletter today. Functions and features are accessible via the
Fluke 179 Digital Multimeter’s front panel; it is also possible to perform a closed case calibration of
this instrument through the front panel.

It is also supplied with a year’s warranty. To this end, they include rubber overmoulded surfaces and
fingerhugging curves to ensure a safe, secure and steady grip. This product consists of one red and
one black clip; each one is compliant with the following standards All items are compliant with the
standard CAT II 1000 V and have a 3A rating, They are also rubber overmoulded and feature
fingerhugging curves. Also, adding to the versatility of these test leads is the inclusion of a
rightangled connector at one end and a straight connector at the other end. The inclusion of these
items allow the user to hang Fluke TPAK ToolPAK Magnetic Meter Hanger and by extension digital
multimeter on nails, hooks and a variety of other objects. Okay, thanks. Please see our Privacy Policy
for more information. Update your browser for more security, comfort and the best experience for
this site. Try Findchips PRO EM ST ANAGEMENT S YM Y IT TO MEET IS O For demanding
applications, the ScopeMeter 215C, 225C and 190C CE RT IF IE D 90 01 EM ST QU AL ScopeMeter
190C and 190B Series Speed, performance and analysis power TO MEET IS O For demanding
applications, the ScopeMeter 190C and 190B Series Printed in the Netherlands. All product names
are trademarks of their respective companies. The warranty period is three years All product names
are trademarks of their respective companies.Conversion from ac to dc is done on a onetoone basis
and includes a range of 0.25 V rms to 30 V rms. The All rights reserved. Printed in USA. Lifetime
Limited Warranty Each Fluke 20, 70, 80, 170 and 180 Series DMM will be free from defects in
material and workmanship for its lifetime. As used herein, “lifetime” is defined as seven years after
Fluke discontinues manufacturing the product, but the warranty period shall be at least ten years
from Electronic Air Cleaner Probe Specifications are subject to change without notice. All product
names are trademarks of their respective companies.
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